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Description

Zinc plated radiator hook  

•	with rawlplug- length 24 cm 
GG77D

Radiator hook 

•	with rawlplug
GG77

Painted bent  radiator hook GG7M

Zinc-plated bent  radiator hook GG7

Packaging Retail
Index individual bulk Index 
GG77D 2 pcs 50 pcs GG77DW

EAN

Packaging Retail
Index individual bulk Index 
GG77 2 pcs 100 pcs GG77W

EAN

Packaging
Index individual bulk
GG7M 1 pcs 100 pcs

EAN

Packaging Retail
Index individual bulk Index 
GG7 50 pcs - GG7W

EAN

RADIATOR ACCESSORIES
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CATALOGUE 2023 
Description

nipple for aluminium radiators GG8

Key for 1” nipples for aluminium radiators GG9P

1” radiator nipple gasket GG5

Thermostatic head disassembly blocking device 

•	ABS ring to be locked on the nut of the thermostatic head 
•	Fits: GT10, GT11, GT12, GT20
•	Prevents removal of the head without tools
•	One-off use lock, can only be removed by destroying it
•	Used with GT12 head, it additionally prevents change of setting limit
•	The set includes an additional element for blocking GT12 head settings 

GT-LOCK1

Packaging Retail
Index individual bulk Index 
GG8 - 500 pcs GG8W

EAN

Packaging

Index individual bulk
GG9P 1 pcs -

EAN

Packaging

Index individual bulk
GG5 100 pcs 2500 pcs

Packaging

Index individual bulk
GT-LOCK1 1 pcs 500 pcs

EAN

RADIATOR ACCESSORIES
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CATALOGUE 2023 
Description

Thermostatic head

•	connection M30 x 1.5
•	max. ambient temperature: 50°C
•	adjustment scale: 0 - 5
•	 temperature adjustment range: up to 28°C
•	anti-freeze protection: ~ 7°C
•	closing function (0)
•	white

GT10

Thermostatic head

•	connection M30 x 1.5
•	max. ambient temperature: 50°C
•	adjustment scale: 0 - 5
•	 temperature adjustment range: up to 28°C 
•	anti-freeze protection: ~ 7°C
•	closing function (0)
•	white

GT11

Thermostatic head

•	connection M30 x 1.5
•	possibility to limit minimum or maximum setting
•	maximum ambient temperature: 50°C
•	adjustment scale: 0 - 5
•	 temperature adjustment range: up to 28°C 
•	anti-freeze protection: ~ 7°C
•	closing function (0)
•	white

GT12

Thermostatic head with limitation from 16°C

•	connection M30 x 1.5
•	maximum ambient temperature:: 50°C
•	adjustment scale: 2 - 5
•	 temperature adjustment range: 16°C - 30°C
•	white

GT12

Packaging Retail (Eurohanger )
Index individual bulk Index 
GT10 1 pcs 100 pcs GT10E

EAN

EAN

Packaging Retail (Eurohanger )
Index individual bulk Index 
GT11 1 pcs 100 pcs GT11E

EAN

EAN

Packaging

Index individual bulk
GT12 1 pcs 100 pcs

EAN

Packaging

Index individual bulk
GT12-16 1 pcs 100 pcs

EAN

THERMOSTATIC HEADS
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Description

Thermostatic head

•	connection M30 x 1.5
•	max. ambient temperature: 50°C
•	adjustment scale: 0 - 5
•	 temperature control range: up to 28°C
•	anti-freeze protection: ~ 6°C
•	closing function (0)
•	white

GT20B

Thermostatic head

•	connection: M30 x 1.5
•	maximum ambient temperature: 50°C
•	adjustment scale:*- 5
•	 temperature control range: up to 30°C
•	anti-freeze protection: ~ 9°C
•	white

Thermostatic head

•	connection: M30x1.5
•	maximum ambient temperature: 50°C
•	adjustment scale: * - 5
•	 temperature adjustment range: up to 30°C
•	anti-freeze protection: ~ 9°C
•	chrome

Thermostatic head

•	connection: M30 x 1.5
•	max. ambient temperature: 50°C
•	adjustment scale: * - 5
•	 temperature adjustment range: up to 30°C
•	anti-freeze protection: ~ 9°C
•	white/chrome

Packaging

Index individual bulk
GT20B 1 pcs 75 pcs

EAN

Packaging

Index individual bulk
GT30B 1 pcs 75 pcs

EAN

Packaging

Index individual bulk
GT31B 1 pcs 75 pcs

EAN

Packaging

Index individual bulk
 GT32B 1 pcs 75 pcs

EAN

THERMOSTATIC HEADS
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CATALOGUE 2023 
Description

Thermostatic head

•	connection: M30x1.5
•	maximum ambient temperature: 50°C
•	adjustment scale: * - 5
•	 temperature adjustment range: up to 30°C
•	anti-freeze protection: ~ 9°C
•	anthracite

Thermostatic head

•	connection: M30x1.5
•	maximum ambient temperature: 50°C
•	adjustment scale: * - 5
•	 temperature adjustment range: up to 30°C
•	anti-freeze protection: ~ 9°C
•	black

Packaging

Index individual bulk
GT33B 1 pcs 75 pcs

EAN

Packaging

Index individual bulk
GT34B 1 pcs 75 pcs

EAN

THERMOSTATIC HEADS
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Description

Radiator cut-off straight valve 1/2” x 1/2”

•	connection with additional O-ring
•	water, 50% glycol concentration
•	nominal pressure: 1.0 MPa (10 bar)
•	max. working temperature: 100°C

ZPI2Y

1/
2

1/2

51

41

Radiator cut-off angle valve 1/2” x 1/2”

•	connection with additional O-ring
•	water, 50% glycol concentration 
•	nominal pressure: 1.0 MPa (10 bar)
•	max. working temperature: 100°C

ZPI5Y

58
1/

2”

1/
2”

70

Straight radiator valve 1/2” with gland

•	nominal pressure: 1.0 MPa (10 bar)
•	max. working temperature: 100°C

ZG

54
~7

1

1/
2”

1/2”
~50

Ø10,5

1/2” angle radiator valve with gland

•	nominal pressure: 1.0 MPa (10 bar)
•	max. working temperature: 100°C

ZG

Packaging

Index individual bulk
ZPI2Y 10 pcs 120 pcs

Packaging

Index individual bulk
ZPI5Y 10 pcs 120 pcs

Packaging Retail (bags) Retail (Eurohanger )
Index individual bulk Index Index
ZG2Y 12 pcs 144 pcs ZG2YW ZG2YE

EAN EAN

Packaging Retail (bags) Retail (Eurohanger )
Index individual bulk Index Index
ZG5Y 12 pcs 144 pcs ZG5YW ZG5YE

EAN EAN

RADIATOR VALVES
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CATALOGUE 2023 
Description

29
,2

1/
2”

70,2

1/
2”

1/2” straight cut-off radiator valve 

•	nominal pressure: 1.0 MPa (10 bar)
•	max. working temperature: 100°C

ZP

51
,2

1/
2”

1/2”

44,7

Ø11

1/2” angle cut-off radiator valve 

•	nominal pressure: 1.0 MPa (10 bar)
•	max. working temperature: 100°C

ZK

29
,3

50

67

G
 3

/4

G
 3

/4

G
 1

/2

Double valve for bottom connected radiators, straight
•	connections 3/4” M x F3/4” F  

or 3/4” M x 1/2” M  
– reduction nipples included

•	conical sealing
•	poppet type shut-off valves
•	nominal pressure: 1,0 MPa (10 bar)
•	maximum working temperature: 100°C

LZ

G 3/4

G
 3

/4
41

,8

G
 1

/2

50

44

G 3/4 Double valve for bottom connected radiators, angle
•	connections 3/4” M x F3/4” F  

or 3/4” M x 1/2” M  
– reduction nipples included

•	conical sealing
•	poppet type shut-off valves
•	nominal pressure: 1,0 MPa (10 bar)
•	maximum working temperature: 100°C

LZ

Packaging Retail (bags) Retail (Eurohanger )
Index individual bulk Index Index
ZP2Y 16 pcs 192 pcs ZP2YW ZP2YE

EAN EAN

Packaging Retail (bags) Retail (Eurohanger )
Index individual bulk Index Index
ZK2Y 16 pcs 192 pcs ZK2YW ZK2YE

EAN EAN

Packaging Retail (bags) Retail (Eurohanger )
Index individual bulk Index Index
LZ06YK 8 pcs 72 pcs LZ06YKW LZ06YKE

EAN EAN

Packaging Retail (bags) Retail (Eurohanger )
Index individual bulk Index Index
LZ07YK 8 pcs 72 pcs LZ07YKW LZ07YKE

EAN EAN

RADIATOR VALVES
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Description

Double valve for bottom connected radiators, straight
•	connections 3/4” M x F3/4” F  

or 3/4” M x 1/2” M  
– reduction nipples included

•	conical sealing
•	ball shut-off valves
•	nominal pressure: 1,0 MPa (10 bar)
•	maximum working temperature: 100°C

Double valve for bottom connected radiators, angle
•	connections 3/4” M x F3/4” F  

or 3/4” M x 1/2” M  
– reduction nipples included

•	conical sealing
•	ball shut-off valves
•	nominal pressure: 1,0 MPa (10 bar)
•	maximum working temperature: 100°C

Packaging

Index individual bulk
LZ06YKN 8 pcs 72 pcs

Packaging

Index individual bulk
LZ07YKN 10 pcs 90 pcs

RADIATOR VALVES
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CATALOGUE 2023 
Description

Straight thermostatic set with presetting valve

Elements of the set: 
•	GT12 thermostatic head with M30 x 1.5 connection
•	ZT2Y thermostatic straight valve with presetting
•	ZP2Y straight cut-off valve
•	Technical parameters:
•	max. working temperature: 100°C
•	max. working pressure: 1 MPa (10 bar)
•	max. ambient temperature: 50°C
•	scale of adjustment: 0 - 5
•	adjustment range: up to 29°C
•	valve connection diameter: 1/2”

Straight 1/2” thermostatic set with presetting valve and 
thermostatic head with 16°C limit

Elements of the set:
•	GT12-16 thermostatic head with M30 x 1.5 connection
•	ZT2Y thermostatic straight valve with presetting 
•	ZP2Y straight cut-off valve
•	Technical parameters:
•	max. working temperature: 100°C
•	max. working pressure: 1 MPa (10 bar)
•	max. ambient temperature: 50°C
•	scale of adjustment: 2 - 5
•	adjustment range: up to 30°C
•	valve connection diameter: 1/2”

Angle thermostatic set with presetting valve 

Elements of the set: 
•	GT12 thermostatic head with M30 x 1.5 connection
•	ZT5Y angle thermostatic valve, with presetting
•	ZK2Y angle cut-off valve 
Technical parameters: 
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0 - 5
•	adjustment range: up to 33°C
•	valve connection diameter: 1/2”

Angle 1/2” thermostatic set with presetting valve and thermostatic 
head with 16°C limit

Elements of the set:
•	GT12-16 thermostatic head with M30 x 1.5 connection
•	ZT5Y angle thermostatic valve, with presetting
•	ZK2Y angle cut-off valve 
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	scale of adjustment: 2 - 5
•	adjustment range: 16°C - 29°C
•	valve connection diameter: 1/2”

Packaging

Index individual bulk
ZTMN01 1 pcs 16 pcs

EAN

Packaging

Index individual bulk
ZTMN01-16 1 pcs 16 pcs

EAN

Packaging

Index individual bulk
ZTMN02 1 pcs 16 pcs

EAN

Packaging

Index individual bulk
ZTMN02-16 1 pcs 16 pcs

EAN

RADIATOR SETS
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Description

1/2” straight thermostatic set  

Elements of the set:
•	 thermostatic head
•	thermostatic valve without presetting
•	cut-off valve 
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0 - 5
•	 temperature control range: up to 28°C
•	valve connection diameter: 1/2””

ZTM07

1/2” angle thermostatic set 

Elements of the set:
•	 thermostatic head
•	thermostatic valve without presetting
•	cut-off valve  
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0 - 5
•	 temperature control range: up to 28°C
•	valve connection diameter: 1/2”

ZTM08

1/2” straight thermostatic set 

Elements of the set:
•	 thermostatic head
•	1/2” straight thermostatic valve without presetting
•	1/2” straight radiator cut-off valve 
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	valve connection diameter: 1/2”
•	head connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0 - 5
•	adjustment range: up to 28°C

ZTM20

1/2” angle thermostatic set  

Elements of the set:
•	 thermostatic head
•	1/2” thermostatic angle valve without presetting
•	1/2” angle radiator cut-off valve 
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	valve connection diameter: 1/2”
•	head connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0-5
•	 temperature control range: up to 28°C

ZTM21

Packaging

Index individual bulk
ZTM07 1 pcs 16 pcs

EAN

Packaging

Index individual bulk
ZTM08 1 pcs 16 pcs

EAN

Packaging
Index individual bulk
ZTM20 1 pcs 40 pcs

EAN

Packaging

Index individual bulk
ZTM21 1 pcs 40 pcs

EAN

RADIATOR SETS
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CATALOGUE 2023 
Description

1/2” straight radiator set 

Elements of the set:
•	ZG2Y - 1/2” straight radiator valve with gland 
•	ZP2Y - 1/2” straight radiator cut-off valve
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)

ZGB01

1/2” angular radiator set

Elements of the set:
•	ZG5Y - 1/2” angle radiator valve with gland
•	ZK2Y - 1/2” angle radiator cut-off valve
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)

ZGB02

1/2” straight thermostatic valve set 

Elements of the set:
•	2-in-1 thermostatic valve
•	cut-off valve 
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	valve connection diameter: 1/2”
Characteristics:
•	valve with 2-in-1  function: 

valve equipped with ergonomic knob for manual adjustment 
after removing the knob, the thermostatic head can be mounted with a 
typical M30 x 1.5 thread

•	easy to install; additional gasket on the thermostatic and shut-off valve 
half union

ZTB01

1/2” angle thermostatic valve set 

Elements of the set:
•	2-in-1  thermostatic valve
•	cut-off valve  
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	valve connection diameter: 1/2”
Characteristics:
•	valve with 2-in-1 function: 

valve equipped with ergonomic knob for manual adjustment 
after removing the knob, the thermostatic head can be mounted with a 
typical M30x1.5 thread

•	easy to install; additional gasket on the thermostatic and shut-off valve 
half union

ZTB02

Packaging

Index individual bulk
ZGB01 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZGB02 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZTB01 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZTB02 1 pcs 30 pcs

EAN

RADIATOR SETS
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Description

Thermostatic set for bottom connected radiators, straight  

Elements of the set:
•	 Thermostatic head with M30 x 1.5 connection (fits Heimeier thermostatic 

inserts)
•	 universal connection valve straight for V-type radiators 
•	 connections 3/4” M x F3/4” F or 3/4” M x 1/2” M
•	 reduction nipples included
Technical parameters:
•	 max. working  temperature: 100°C
•	 max. working  pressure: 1.0 MPa (10 bar)
•	 max. ambient  temperature: 50°C
•	 scale of adjustment: 0 - 5
•	 temperature control range: up to 28°C
•	 valve connection diameter: MT3/4” x MT3/4” or MT3/4” x MT1/2”

ZTV01

Thermostatic set for bottom connected radiators, angle  

Elements of the set:
•	Thermostatic head with M30 x 1.5 connection (fits Heimeier thermostat-

ic inserts)
•	universal angle connection valve for V-type radiators 
•	connections 3/4” M x F3/4” F or 3/4” M x 1/2” M
•	reduction nipples included
•	Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0 - 5
•	 temperature control range: up to 28°C

ZTV02

Thermostatic set for bottom connected radiators, straight  

Elements of the set:
•	 thermostatic head with M30 x 1.5 connection (fits Heimeier thermostatic 

inserts)
•	universal straight connection valve for V-type radiators  
•	connections 3/4” M x F3/4” F or 3/4” M x 1/2” M
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0 - 5
•	 temperature control range: up to 28°C

ZTV07

Thermostatic set for bottom connected radiators, angle 

Elements of the set
•	 thermostatic head with M30 x 1.5 connection (fits Heimeier thermostatic 

inserts)
•	universal angle connection valve for V-type radiators 
•	connections 3/4” M x F3/4” F or 3/4” M x 1/2” M
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1.0 MPa (10 bar)
•	max. ambient  temperature: 50°C
•	scale of adjustment: 0 - 5
•	 temperature control range: up to 28°C

ZTV08

Packaging

Index individual bulk
ZTV01 1 pcs 25 pcs

EAN

Packaging

Index individual bulk
ZTV02 1 pcs 25 pcs

EAN

Packaging

Index individual bulk
ZTV07 1 pcs 16 pcs

EAN

Packaging

Index individual bulk
ZTV08 1 pcs 25 pcs

EAN

RADIATOR SETS
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CATALOGUE 2023 
Description

Thermostatic set for bottom connected radiators, straight
Elements of the set:
•	 thermostatic head with M30x1,5 connection (suitable for Heimeier 

type thermostatic inserts)
•	universal straight connection valve
Technical specifications:
•	connections 3/4” M x F3/4” F  

or 3/4” M x 1/2” M  
– reduction nipples included

•	conical sealing
•	ball shut-off valves
•	nominal pressure: 1,0 MPa (10 bar)
•	maximum working temperature: 100°C
•	maximum ambient temperature: 50°C
•	adjustment scale: 0-5
•	 temperature adjustment range: 0-28°C
•	antifreeze protection: ~ 6°C

Thermostatic set for bottom connected radiators, angle
Elements of the set:
•	 thermostatic head with M30x1,5 connection (suitable for Heimeier 

type thermostatic inserts)
•	universal angle connection valve
Technical specifications:
•	connections 3/4” M x F3/4” F  

or 3/4” M x 1/2” M  
– reduction nipples included

•	conical sealing
•	ball shut-off valves
•	nominal pressure: 1,0 MPa (10 bar)
•	maximum working temperature: 100°C
•	maximum ambient temperature: 50°C
•	adjustment scale: 0-5
•	 temperature adjustment range: 0-28°C
•	antifreeze protection: ~ 6°C

Packaging

Index individual bulk
ZTV20 1 pcs 40 pcs

EAN

Packaging

Index individual bulk
ZTV21 1 pcs 40 pcs

EAN

RADIATOR SETS
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Description

Decorative integrated angle thermostatic set, chrome

Elements of the set:
•	GT31 thermostatic head 
•	 integrated angle valve
•	15 mm copper pipe connectors
•	16x2 mm multilayer pipe connectors
•	3/4” x 1/2” radiator nipples
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative integrated angle thermostatic set, white

Elements of the set:
•	GT30 thermostatic head 
•	 integrated angle valve 
•	15 mm copper pipe connectors
•	16x2 mm multilayer pipe connectors 
•	3/4” x 1/2” radiator nipples
•	Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative integrated angle thermostatic set, anthracite

Elements of the set:
•	GT33 thermostatic head 
•	 integrated angle valve 
•	15 mm copper pipe connectors 
•	16 x 2 mm multilayer pipe connectors 
•	3/4” x 1/2” radiator nipples
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

pipe connector set:  

50 mm

multilayer copper

Packaging

Index individual bulk
ZTD30CR 1 pcs 20 pcs

EAN

50 mm

pipe connector set:  

multilayer copper

Packaging

Index individual bulk
ZTD30WH 1 pcs 20 pcs

EAN

50 mm

pipe connector set:  

multilayer copper
Packaging

Index individual bulk
ZTD30AT 1 pcs 20 pcs

EAN

RADIATOR SETS



165

CATALOGUE 2023 
Description

Decorative integrated angle thermostatic set, black

Elements of the set:
•	GT34 thermostatic head 
•	 integrated angle valve 
•	15 mm copper pipe connectors 
•	16 x 2 mm multilayer pipe connectors 
•	3/4” x 1/2” radiator nipples
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative axial thermostatic set, chrome

Elements of the set:
•	GT31 thermostatic head 
•	1/2” axial thermostatic valve 
•	1/2” axial cut-off valve
•	15 mm copper pipe connectors
•	16x2 mm multilayer pipe connectors
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative axial thermostatic set, white

Elements of the set:
•	GT30 thermostatic head 
•	1/2” axial thermostatic valve
•	1/2” axial cut-off valve
•	15 mm copper pipe connectors
•	16x2 mm multilayer pipe connectors
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

50 mm

pipe connector set:  

multilayer copper
Packaging

Index individual bulk
ZTD30BL 1 pcs 20 pcs

EAN

pipe connector set:  

multilayer copper

Packaging

Index individual bulk
ZTO30CR 1 pcs 20 pcs

EAN

pipe connector set:  

multilayer copper

Packaging

Index individual bulk
ZTO30WH 1 pcs 20 pcs

EAN

RADIATOR SETS
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Description

Decorative axial thermostatic set, anthracite

Elements of the set:
•	GT33 thermostatic head 
•	1/2” axial thermostatic valve
•	1/2” axial cut-off valve
•	15 mm copper pipe connectors 
•	16 x 2 mm multilayer pipe connectors
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative axial thermostatic set, black

Elements of the set:
•	GT34 thermostatic head 
•	1/2” axial thermostatic valve
•	1/2” axial cut-off valve
•	15 mm copper pipe connectors 
•	16 x 2 mm multilayer pipe connectors
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

pipe connector set:  

coppermultilayer

Packaging

Index individual bulk
ZTO30AT 1 pcs 20 pcs

EAN

pipe connector set:  

coppermultilayer

Packaging

Index individual bulk
ZTO30BL 1 pcs 20 pcs

EAN

RADIATOR SETS
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CATALOGUE 2023 
Description

Decorative straight thermostatic set, chrome

Elements of the set:
•	GT31 thermostatic head 
•	1/2” straight thermostatic valve
•	1/2” straight cut-off valve
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative straight thermostatic set, white

Elements of the set:
•	GT30 thermostatic head 
•	1/2” straight thermostatic valve
•	1/2” straight cut-off valve
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative straight thermostatic set, anthracite

Elements of the set:
•	GT33 thermostatic head  
•	1/2” straight thermostatic valve
•	1/2” straight cut-off valve
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative straight thermostatic set, black

Elements of the set:
•	GT34 thermostatic head  
•	1/2” straight thermostatic valve
•	1/2” straight cut-off valve
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working  temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Packaging

Index individual bulk
ZTM30CR 1 pcs 20 pcs

EAN

Packaging

Index individual bulk
ZTM30WH 1 pcs 20 pcs

EAN

Packaging

Index individual bulk
ZTM30AT 1 pcs 20 pcs

EAN

Packaging

Index individual bulk
ZTM30BL 1 pcs 20 pcs

EAN

RADIATOR SETS
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Description

Decorative angle thermostatic set, chrome

Elements of the set:
•	GT31 thermostatic head
•	1/2” angle thermostatic valve
•	1/2” angle cut-off valve
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: up to 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative angle thermostatic set, white

Elements of the set:
•	GT30 thermostatic head
•	1/2” angle thermostatic valve
•	1/2” angle cut-off valve
Thermostatic head:
•	connection: M30 x 1.5v
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5 

adjustment range: up to 30°C 
anti-freeze protection: ~ 9°C

Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative angle thermostatic set, anthracite

Elements of the set:
•	GT33 thermostatic head 
•	1/2” angle thermostatic valve
•	1/2” angle cut-off valve
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: do 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative angle thermostatic set, black

Elements of the set:
•	GT34 thermostatic head
•	1/2” angle thermostatic valve
•	1/2” angle cut-off valve
Thermostatic head:
•	connection: M30 x 1.5
•	max. ambient  temperature: 50°C
•	adjustment scale: * - 5
•	adjustment range: do 30°C
•	anti-freeze  protection: ~ 9°C
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Packaging

Index individual bulk
ZTM31CR 1 pcs 20 pcs

EAN

Packaging

Index individual bulk
ZTM31WH 1 pcs 20 pcs

EAN

Packaging

Index individual bulk
ZTM31AT 1 pcs 20 pcs

EAN

Packaging

Index individual bulk
ZTM31BL 1 pcs 20 pcs

EAN

RADIATOR SETS
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CATALOGUE 2023 
Description

Decorative straight radiator set, chrome

Elements of the set:
•	1/2” straight control valve
•	1/2” straight shut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative straight radiator set, white

Elements of the set:
•	1/2” straight control valve
•	1/2” straight shut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative straight radiator set, anthracite

Elements of the set:
•	1/2” straight control valve
•	1/2” straight shut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative straight radiator set, black

Elements of the set:
•	1/2” straight control valve
•	1/2” straight shut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Packaging

Index individual bulk
ZGB30CR 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZGB30WH 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZGB30AT 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZGB30BL 1 pcs 30 pcs

EAN

RADIATOR SETS
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Description

Decorative angle radiator set, chrome

Elements of the set:
•	1/2” angle control valve
•	1/2” angle cut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative angle radiator set, white

Elements of the set:
•	1/2” angle control valve
•	1/2” angle cut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative angle radiator set, anthracite

Elements of the set:
•	1/2” angle control valve
•	1/2” angle cut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Decorative angle radiator set, black

Elements of the set:
•	1/2” angle control valve
•	1/2” angle cut-off valve
Technical parameters:
•	max. working temperature: 100°C
•	max. working  pressure: 1 MPa (10 bar)

Packaging

Index individual bulk
ZGB31CR 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZGB31WH 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZGB31AT 1 pcs 30 pcs

EAN

Packaging

Index individual bulk
ZGB31BL 1 pcs 30 pcs

EAN

RADIATOR SETS



171

CATALOGUE 2023 
Description

A

B

Hose connection tip for bibcocks

Ball valve handle

Flange – finish

•	galvanized steel  
CFF

Packaging Retail (bags)
A B [mm] for valve Index individual bulk Index 
G3/4 15 1/2” K44 50 pcs 450 pcs K44W

G1 20 3/4” K45 50 pcs 450 pcs K45W

G1 1/4 28 1” K46 25 pcs - K46W

EAN

Packaging

for valve Index individual bulk
3/8” RKP10 1 pcs -
1/2” RKP1 1 pcs -
3/4” RKP2 1 pcs -
1” RKP3 1 pcs -
1 1/4” RKP4 1 pcs -
1 1/2” RKP5 1 pcs -
2” RKP6 1 pcs -
2 1/2” RKP7 1 pcs -
3” RKP8 1 pcs -
4” RKP9 1 pcs -

Packaging

model Ø [mm] Size Index individual bulk
SV35 95 3/4” CFF095TRF008Z 1 pcs -
SV50 95 1” CFF095TRF007Z 1 pcs -
SV80 145 3/4” CFF145TRF008Z 1 pcs -
SV100 145 1” CFF145TRF007Z 1 pcs -
SV150 260 1 1/4” CFF260TRF001V 1 pcs -

SPARE PARTS
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Description

Membrane fixing flange 
•	model: 100 ÷ 500

TIR001Z

Membrane fixing flange

•	  model: 750 ÷ 5000
TIR003Z

Air precharge valve por pressure tanks VAL003

Packaging

Index individual bulk
TIR001Z 1 pcs -

Packaging

Index individual bulk
TIR003Z 1 pcs -

Packaging

Index individual bulk
VAL003 1 pcs -

SPARE PARTS
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CATALOGUE 2023 
Description

Expansion vessel membranes

Ball valve butterfly

Packaging

for model Ø [mm] Index individual bulk
R5, R8 45 ME008R 1 pcs -
R12 45 ME012R 1 pcs -
R18 45 ME018R 1 pcs -
R24 45 ME024R 1 pcs -
R35 80 ME035R 1 pcs -
R50, RV50 80 ME050R 1 pcs -
RV60, RV80 80 ME080R 1 pcs -
RV100 80 ME100R 1 pcs -
RV150 80 ME150R 1 pcs -
RV200, RV250, RV300 80 ME300R 1 pcs -
RV400, RV500 150 ME500R 1 pcs -
RV600 150 ME600R 1 pcs -
S8 45 ME008S 1 pcs -
S12 45 ME012S 1 pcs -
S18 45 ME018S 1 pcs -
S24 80 ME024S 1 pcs -
SV35 80 ME035S 1 pcs -
SV50 80 ME050S 1 pcs -
SV80 80 ME080S 1 pcs -
SV100 80 ME100S 1 pcs -
SV150 80 ME150S 1 pcs -
SV200 80 ME200S 1 pcs -
SV300 80 ME300S 1 pcs -
M2 45 ME002A 1 pcs -
A5, A8 45 ME008A 1 pcs -
A12 45 ME012A 1 pcs -
A18 45 ME018A 1 pcs -
A24 80 ME024A 1 pcs -
A35 80 ME035A 1 pcs -
AV50 80 ME050A 1 pcs -
AV80 80 ME080A 1 pcs -
AV100 80 ME100A 1 pcs -
AV150 80 ME150A 1 pcs -
AV200 150 ME200A 1 pcs -
AV300 150 ME300A 1 pcs -

Packaging

Index individual bulk
KMS1, KSS1, KMS11, KMS2, KSS2, KMS21, KM1, KM2, KM21 MKM2 1 pcs -
KMS3, KSS3, MKS31, KM3, KM31 MKM3 1 pcs -
KS1, KM11 MKMKS1 1 pcs -
KS2 MKMKS2 1 pcs -
KS3 MKMKS3 1 pcs -

SPARE PARTS
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Description

H

1/2” balancing and measuring valve (flowmeter) + 1/2”x3/4” 
nipple

1/2” balancing and measuring valve (flowmeter) + 1/2”x1/2” 
nipple + compression fitting for 16x2 mm multilayer pipes

•	profile: 39 mm

H

Thermostatic insert M30x1.5 + 1/2” x 3/4” nipple

H

Cut-off valve + 1/2” x 3/4” nipple

Packaging

H [mm] Index individual bulk
39 RKPP-SET39 1 pcs -
42 RKPP-SET42 1 pcs -

Packaging

Index individual bulk
RKPP-SET39P12 1 pcs -

Packaging

H [mm] Index individual bulk
39 RKPT-SET39 1 pcs -
42 RKPT-SET42 1 pcs -

Packaging

H [mm] Index individual bulk
39 RKPO-SET39 1 pcs -
42 RKPO-SET42 1 pcs -

SPARE PARTS
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CATALOGUE 2023 
Description

1/2” balancing and measuring valve (flowmeter)

•	max. working pressure: 0.6 MPa (6 bar)
•	max. working temperature: 70°C
•	Kvs = 1.1 m3/h
•	regulation range: 0 - 5 l/min
•	measurement accuracy: ± 10% final value

RKPP_T

1/2” balancing and measuring valve (flowmeter)

•	maximum working pressure: 0.6 MPa (6 bar)
•	maximum working temperature: 60°C
•	Kvs = 1.1 m3/h
•	regulation range: 0 - 5 l/min
•	measurement accuracy: ± 10% final value

H

1/2” x 3/4” nipple for RKPP_T flow meters 

1/2” x 1/2” nipple for RKPP_TP flowmeters

•	profile: 39 mm
•	compression fitting for 16x2 mm multilayer fittings included

Packaging

Index individual bulk
RKPP_T 1 pcs 100 pcs

Packaging

Index individual bulk
RKPP_TP 1 pcs -

Packaging

H [mm] Index individual bulk
39 N10POR-C7 1 pcs -
42 N10POR 1 pcs -

Packaging

Index individual bulk
N10PORT-C7NEW 1 pcs -

SPARE PARTS
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Description

H

1/2” cut-off valve for the manifold

Thermostatic insert knob M30  x  1.5 RKPT2

H

Thermostatic insert M30 x 1.5

Nipple for thermostatic insert or cut-off valve

•	compression fitting for 16x2 mm multilayer fittings included
NEW

Availability 
Q1 2023

Packaging

H [mm] Index individual bulk
39 RKPO1-C7 1 pcs -
42 RKPO1 1 pcs -

Packaging

Index individual bulk
RKPT2 1 pcs -

Packaging

H [mm] Index individual bulk
39 RKPT1-C7 1 pcs -
42 RKPT1 1 pcs -

Packaging

Index individual bulk
1/2” x 1/2” N10ZORZL-C7NEW 1 pcs -

SPARE PARTS
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CATALOGUE 2023 
Description

Nipple for thermostatic insert or cut-off valve

1/2”swivel drain valve with O-ring 

•	max. working  pressure: 10 bar
•	max. working temperature: 100°C

ZSR1

1” air vent and drain unit for manifold

•	manifold connection with seal
•	automatic air vent
•	drain valve with brass hose tip

1” manifold plug with O-ring  KOR5ZOR

1” manifold bracket set LC10Y

Packaging

Index individual bulk
1/2” x 3/4” N10ZOR 1 pcs -

Packaging

Index individual bulk
ZSR1 1 pcs 50 pcs

Packaging

Index individual bulk
O25ZSR-C7NEW 1 pcs -

Packaging

Index individual bulk
KOR5ZOR 1 pcs -

Packaging

Index individual bulk
LC10Y 1 pcs 40 pcs

SPARE PARTS
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SPARE PARTS
Description

Pipe rosette

•	white

Double pipe rosette

•	white

Double pipe rosette

•	chrome

Pipe rosette

•	chrome

Packaging

Dimensions Index individual bulk
15 mm RGB15 5 pcs 100 pcs
16 mm RGB16 5 pcs 100 pcs
18 mm RGB18 5 pcs 100 pcs
20 mm RGB20 5 pcs 100 pcs
22 mm RGB22 5 pcs 100 pcs
25 mm RGB25 5 pcs 100 pcs
28 mm RGB28 5 pcs 100 pcs

Packaging

Dimensions Index individual bulk
15 mm RRPB15 1 pcs 20 pcs
16 mm RRPB16 1 pcs 20 pcs
18 mm RRPB18 1 pcs 20 pcs
20 mm RRPB20 1 pcs 20 pcs
22 mm RRPB22 1 pcs 20 pcs
28 mm RRPB28 1 pcs 20 pcs

Packaging

Dimensions Index individual bulk
18 mm RGPC18 1 pcs 20 pcs
22 mm RGPC22 1 pcs 20 pcs

Packaging

Dimensions Index individual bulk
15 mm RRPC15 2 pcs 40 pcs
16 mm RRPC16 2 pcs 40 pcs
18 mm RRPC18 2 pcs 40 pcs
20 mm RRPC20 2 pcs 40 pcs
22 mm RRPC22 2 pcs 40 pcs
25 mm RRPC25 2 pcs 40 pcs
28 mm RRPC28 2 pcs 40 pcs
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CATALOGUE 2023 SPARE PARTS
Description

Set of gaskets for gas heaters

Aluminium radiator gasket

Aluminium radiators 1” plug gasket GG4W

Cast iron radiator gasket

EKO gasket for cast iron unions

Packaging

Index individual bulk
UWOG 1 set 20 set

Packaging

Dimensions Index individual bulk
3/4’’ GG34EKO 4 pcs 80 pcs

Packaging

Dimensions Index individual bulk
1” GG4W 4 pcs -

Packaging

Dimensions Index individual bulk
5/4’’ GG54EKO 4 pcs 80 pcs

Packaging

Dimensions Index individual bulk
1/2” USDZ12 2 pcs 800 pcs
3/4” USDZ34 2 pcs 800 pcs
1” USDZ1 2 pcs 800 pcs
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SPARE PARTS
Description

Rubber gasket for 1” cast iron unions

Watermeter fiber gasket

EPDM rubber washer for 6/4” circulation pump

Teflon tape

Packaging

Dimensions Index individual bulk
1” USDZ1G 2 pcs 800 pcs

Packaging

Dimensions Index individual bulk

1” USW1 4 pcs 800 pcs
3/4” USW34 4 pcs 800 pcs

Packaging

Dimensions Index individual bulk

44x32x3 mm GG10 1 pcs -

Packaging

Dimensions Index individual bulk
12 x 10 x 1,205 mm T01 1 pcs 1000 pcs
12 x 10 x 0,1 mm T04 1 pcs 1000 pcs
19 x 15 x 0,2 mm T05
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Do you need technical support, product 
information before buying or are you looking for 
a spare part? Please contact us! Our advisors 
will provide comprehensive answers to your 
questions.

Do you have any 
questions?

export@ferro.pl
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T: +48 12 25 62 100
F: +48 12 27 67 606
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