
Powerflow MKIII Spares 

 
Moulded Tank with Casters and Fixing Bolts 
 
  

• Replacement rotationally moulded tank, fits all models of Powerflow machine 
• Complete with casters 
• Code: 58796  

 
  

 

 
Reverse Flow/ Dump Valve- Handle Only 
 
  

• Blue machined handle to fit reverse flow valves on all models and dump valve 
• Universal fit 
• Code: 58799  

 

 

 
Flow/ Return Valve- Left Hand 
 
  

• Pre-assembled flow/return valve to fit all models of Powerflow machine  
• Code: 58802  

 



 

 
Flow/ Return Valve Right Hand  
 
  

• Pre-assembled flow/return valve to fit all models of Powerflow machine 
• Also fits dump valve on Powerflow MKI 
• Code: 58803  

 

 

 
Black Plastic Carrying Handle  
 
  

• Carry-handle to fit all models of Powerflow machine  
• Supplied with bolts and washers 
• Code: 60276  

 
  

 

 
Mains Fill Valve Quarter Turn Ball ½” (Blue Handle) 
  

• A good quality quarter-turn ball valve used to control the mains water flow on all 
models of Powerflow.  

• Code: 58805  

 

 



 
Mains Fill Plastic Nipple ½” x ½” BSP  
 
  

• The nipple connects the filling hose to the mains filling assembly.  
• Code: 58806  

 
 
 

 

 
Mains Fill Assembly - for all models of Powerflow  
 
  

• The complete, pre-assembled mains filling assembly comprises of stainless steel 
hexagon tank connector, backing nut, double check valve, ball valve and nipple and 
thrust washers.  

• Code: 58807  

 
 
 
  

 
Flow and Return ¾” x 20mm Female Nut Liner and Seal  
 
  

• Parallel connectors used at the system end of the yellow flow/return hoses.  
• Supplied with a new stainless steel ¾” worm-drive clip.  
• Code: 58810  



 

 

 
Flow and Return ¾” x 20mm Female Nut Liner and Seal- 90° 
 
  

• Alternative connectors used at the system end of the yellow flow/return hoses- as 
supplied with the Fernox Pump Head Adapter 

• Supplied with a new stainless steel ¾” worm-drive clip 
• Code: 58841  

 
  

 

 
Camlock Female Coupler ¾” Hose (each)  
 
  

• Cam action hose coupler to fit all models of Powerflow. For use on the 
Flow/Return, Dump and Overflow hoses. This is supplied with a new stainless steel ¾” 
worm-drive clip.  

• Code: 58811  

 
  

 

 
Camlock Male Coupler ¾” Hose (each) 
  

• Cam action male hose adapter as used on extension hoses 
• Supplied with a new stainless steel ¾” worm-drive clip 
• Code: 58817  



 

 
Multi-lingual (1b) Instruction Manual for Powerflow MKIII 
 
  

• The new manual features easy to follow diagrams of all operations.  
• Multilingual manual 
• Click here to download a FREE copy 
• Code: 60277  

 
  

 

 
2” Cap for Chemical Fill Point  
 
  

• Black screw cap 2” cap for chemical fill point- fits all models.  
• Code: 58816  

 
  

 

 
Mains Fill 13mm Female Nut, Nut Liner and Seal- Parallel  
 
  

• Connections used at ends of the mains hose, 13mm x ½” or 13mm x ¾”. This is 
supplied with a new stainless steel ½” worm-drive clip.  

• Code: 58818 13mm x ½”  
• Code: 58818/A 13mm x ¾”  

 
  

 

http://www.fernox.com/files/Fernox/Content/PDF/English/Powerflow%20Flushing%20Machine%20MKIII%20Manual.pdf


 
Set of Metal Casters  
 
  

• Set of x 4 metal casters with rubber tyres to fit all Powerflow machines.  
• Code: 60278  

 
  
 
  

 

 
Stainless Steel Collar for Powerflow MkII & III Impeller  
 
  

• The collar is supplied with washer and split pin.  
• Code: 60279 

 

 
 
 

 
Replacement UK/ Powerflow Motor- MkII & MkIII  
 
  

• 230V / 50Hz motor for Powerflow MkII/ MkIII machines. Comprises of motor and 
shaft only  

• For Powerflow MK1 see part also part 60289 below. 
• Code: 60286  



 

 

  
 
Replacement EU/ Powerflow Motor- MkII & MkIII  
 

• 230V / 50Hz motor for Powerflow MkII/ MkIII machines. Comprises of motor and 
shaft only  

• For Powerflow MK1 see part also part 60289 below. 
• Code: 62600  

 
 
 

 

 
Replacement ‘Site Safe’ UK/EURO Powerflow Motor- MkII & MkIII  
 
  

• ‘Site Safe’ 230V / 50Hz motor for Powerflow MkII/ MkIII machines. This motor is 
for use with ‘Site Safe’ 110V transformers. Comprises of motor and shaft only  

• Code: 60287  

 
  
 
  

 

 
Upgrade Kit- Conversion kit to fit Powerflow MkIII Motors to MkI  
 
  

• Upgrade kit to fit Powerflow MkIII motors to MkI Powerflow machines - motor is 
not included. 

• Code: 60289  



 
  

 

 
Motor Spacer Block  
 
  

• Motor spacer block for Powerflow MkIII (also fits MkII). 
• Code: 60290  

 
  

 

 
Pump Housing and Base Plate  
 
  

• Pump housing and base plate for Powerflow MkII & MkIII.  
• Code: 60291  

 
  
 
 
 
 
 

 



 
 
Internal 1” Connections Set  
 
  

• Internal 1” connection set for the Powerflow MkIII.  
• Includes internal hoses (not shown)  
• Code: 60292  

 
 
 
 
  

 

 
Pump Impeller to fit Powerflow MkII & Mk III- 50Hz  
 
  

• Moulded plastic pump impeller with collar and split pin for 50Hz operation. 
150mm diameter.  

• Not for USA - see Code: 60294  
• Code: 60293 (Supersedes: 58824) 

 

 
  

 
  



 
 
Hose Sets and Optional Extras 

 
Flow and Return Extension Hose Pack 
 
  

• Set of two yellow flow and return hoses and cam action fittings to extend 
standard hoses 

• Code: 60269     5m 
• Code: 60270     10m 
• Code: 60271     15m  

 
 
 

 

 
Dump and Overflow Extension Hose Pack 
 
  

• Set of two x 8m ¾” clear braided PVC dump and overflow hoses and cam 
action fittings to extend standard hose 

• Code: 51403 

 
 

 
Mains Extension Pack 
 
  



• Single ½” 8m clear mains hose with coupling to connect to original mains 
hose. 

• Code: 51404 UK/ Euro 

 
 

 
Complete Set of Extension Hoses  
 
  

• Comprises of extension packs: 
• 2 x Flow/Return 5m 
• 2 x Dump/Overflow 8m 
• 1 x Mains Hose 
• Code: 60272 

 
 
 
 
 
 
 

 
 
 
Pump Union Elbows (pair) 
 
  

• Set of two 90º elbows to connect the flow and return hoses to standard 11/2” 
BSP pump unions placed at 130mm centres to fit a standard circulator or Fernox 
Boiler Buddy connection 

• Product code: 58790 

 

 



 
Replacement Hose Set 
 
  

• A complete set of replacement hoses as supplied with the machine: 
• 2 x Flow/Return 5m 
• 2 x Dump/Overflow 8m 
• 1 x Mains Fill 8m 
• Does not include flanges 
• Code: 60274 (UK) 

 
  

 
 
  

 

 
Powerflow MkIII replacement Top Plate and Multi-port Valve  
 
  

• Moulded plastic top plate supplied complete with multi-valve assembly dump 
outlet and reverse flow valve.  

• Code: 60295 (Supersedes: 58826 & 58831) 

 
  

 

 



Rubber Gasket for Powerflow MkIII  
  

• Rubber gasket for Powerflow MkIII multi-port valve.  
• Code: 60296  

 
  

 

 
Dump Outlet for Powerflow MkII & Mk III  
  

• Used for repairs.  
• Code: 60297  

 
 
  

 

 
Powerflow Pump Head Adapter  
 
  

• Patented design Pump head adapter for all Powerflow models. This unit fits 
Grundfos, Wilo (green body), Myson/ Circulating Pumps, Pegler and DAB pumps plus 
most boiler manufacturer’s ‘own label’ derivatives. 

• Code: 55568  

 
  

 

 
TF1 Flushing Adapter  



 
  

• Pump head adapter to facilitate flushing from the Fernox Total Filter TF1 - fits 
22mm and 28mm model TF1  

• Code: 59980  
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